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§ 60.273a Emission monitoring.
(a) Except as provided under para-

graphs (b) and (c) of this section, a con-
tinuous monitoring system for the
measurement of the opacity of emis-
sions discharged into the atmosphere
from the control device(s) shall be in-
stalled, calibrated, maintained, and op-
erated by the owner or operator subject
to the provisions of this subpart.

(b) No continuous monitoring system
shall be required on any control device
serving the dust-handling system.

(c) A continuous monitoring system
for the measurement of opacity is not
required on modular, multiple-stack,
negative-pressure or positive-pressure
fabric filters if observations of the
opacity of the visible emissions from
the control device are performed by a
certified visible emission observer as
follows: Visible emission observations
are conducted at least once per day
when the furnace is operating in the
melting and refining period. These ob-
servations shall be taken in accordance
with Method 9, and, for at least three 6-
minute periods, the opacity shall be re-
corded for any point(s) where visible
emissions are observed. Where it is pos-
sible to determine that a number of
visible emission sites relate to only
one incident of the visible emissions,
only one set of three 6-minute observa-
tions will be required. In this case,
Method 9 observations must be made
for the site of highest opacity that di-
rectly relates to the cause (or location)
of visible emissions observed during a
single incident. Records shall be main-
tained of any 6-minute average that is
in excess of the emission limit speci-
fied in § 60.272a(a) of this subpart.

(d) A furnace static pressure moni-
toring device is not required on any
EAF equipped with a DEC system if ob-
servations of shop opacity are per-
formed by a certified visible emission
observer as follows: Shop opacity ob-
servations shall be conducted at least
once per day when the furnace is oper-
ating in the meltdown and refining pe-
riod. Shop opacity shall be determined
as the arithmetic average of 24 con-
secutive 15-second opacity observations
of emissions from the shop taken in ac-
cordance with Method 9. Shop opacity
shall be recorded for any point(s) where
visible emissions are observed. Where

it is possible to determine that a num-
ber of visible emission sites relate to
only one incident of visible emissions,
only one observation of shop opacity
will be required. In this case, the shop
opacity observations must be made for
the site of highest opacity that di-
rectly relates to the cause (or location)
of visible emissions observed during a
single incident.

[49 FR 43845, Oct. 31, 1984, as amended at 54
FR 6672, Feb. 14, 1989; 64 FR 10111, Mar. 2,
1999]

§ 60.274a Monitoring of operations.

(a) The owner or operator subject to
the provisions of this subpart shall
maintain records of the following in-
formation:

(1) All data obtained under paragraph
(b) of this section; and

(2) All monthly operational status in-
spections performed under paragraph
(c) of this section.

(b) Except as provided under para-
graph (d) of this section, the owner or
operator subject to the provisions of
this subpart shall check and record on
a once-per-shift basis the furnace static
pressure (if DEC system is in use, and
a furnace static pressure gauge is in-
stalled according to paragraph (f) of
this section) and either: check and
record the control system fan motor
amperes and damper position on a
once-per-shift basis; install, calibrate,
and maintain a monitoring device that
continuously records the volumetric
flow rate through each separately
ducted hood; or install, calibrate, and
maintain a monitoring device that con-
tinuously records the volumetric flow
rate at the control device inlet and
check and record damper positions on a
once-per-shift basis. The monitoring
device(s) may be installed in any ap-
propriate location in the exhaust duct
such that reproducible flow rate moni-
toring will result. The flow rate moni-
toring device(s) shall have an accuracy
of ±10 percent over its normal oper-
ating range and shall be calibrated ac-
cording to the manufacturer’s instruc-
tions. The Administrator may require
the owner or operator to demonstrate
the accuracy of the monitoring de-
vice(s) relative to Methods 1 and 2 of
appendix A of this part.
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